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SILTUMA PATERINU TABULA, MW

Objekta nosaukums Apkure | _ Bas?'n_"i‘ Karstais tdens | Kopa
ddens sildiSana
Smilsu iela 7, Saulkrasti  [0.107 MW 0.075 MW 0.060 MW 0.242MW

Jaunizbavéjamie siltumtikli

Rupnieciski izolétas caurules
2376/160
(sk. "SAT" dala)

SITUACIJAS PLANS

Projektéjamais siltummezgls
SmilSu iela 7

ISM telpa Smilsu iela 7

Baseins

SmilSu iela 7

SKAIDROJOSS RAKSTS

Projekta tiek paredzéts risinajums jauna individuala siltummezgla izblvei objektam SmilSu iela 7, Saulkrastos. Sakara
ar objekta nepiecieSamibu pieslégties pie vietéjas katlu majas siltumapgades sistémas, kura atrodas smilSu iela 3, apkures,
karsta Gdens un baseina siltumenergijas nodroSinaSanai, objektam paredzéts izveidot neatkarigu siltumapgades
pieslegumu, izblvejot jaunus siltumtiklus un siltummezglu.

ProjektéSanas darbi tiek veikti saskana ar Saulkrastu novada domes projektéSanas uzdevumu, kas izdots 29.03.2018.

Kopéja siltumjauda objektam ir 0.242 MW.

Siltuma avots ir katlu maja SmilSu iela 3, kura ir 500kW granulu Gdens sildamais katls un 2x200kW Gdens sildamie
malkas/og|u katli. Siltumneséja padeves temperatira siltumtiklos ir 75°C.

Siltummezgla pievienoSanas vieta paredzeta SmilSu iela 7, siltummezgla telpa, pie jaunizbivéjamo siltumtiklu ievada
2DNG65.

Siltummezgla primaro pusi l1dz atzaram uz karsta tdens sagatavoSanas siltummaini paredzéets izbavét ar
elektrometinamam térauda caurulem 2076.1x2.9.

Karsta tdens kontlra primaro pusi paredzéts izblvét ar elektrometinamam térauda caurulem 242.4x2.6, bet
sekundaro pusi ar nertséjosa térauda 2042.4x2.6 vai analoga diametra vara caurulém un Gdens recirkulaciju ar nerGséjosa
térauda @26.9x2.3 vai analoga diametra vara caurulém.

Apkures kontira primaro pusi paredzéts izbivét ar elektrometinamam térauda caurulém 2@48.3x2.6, ka arT sekundaro
pusi ar elektrometinamam térauda caurulém 2048.3x2.6 vai analoga diametra vara caurulém.

Atzaru uz baseina tdens sildiSanas siltummaini paredzéts izblvét ar elektrometinamam térauda caurulém 2@48.3x2.6.
Atpakalgaita paredzéts uzstadit balanséSanas varstu DN40 caurplides- 2.40m?/h iereguléSanai.

Siltummezgla primaraja pusé paredzéts uzstadit siltumskaititaju ar procesoru Qnom=10.0 m%h.

Karsta ddens sagatavoSanas kontdram paredzéts uzstad it "Danfoss" reguléjamo varstu VRG2 DN15, Kvs=4.0 m¥h,
izpildmehanismu AMV 35 ar adapteri, siltummaini "Danfoss" XB37H-1-50 G1, 60kW, un karsta Gdens recirkulacijas stkni
"Grundfos" UPS 25-55 N 180.

Apkures kontiram paredzéts uzstadit "Danfoss" regul&jamo varstu VRG2 DN25, Kvs=10.0 m%h ar izpildmehanismu
AMYV 435, siltummaini "Danfoss" XB59M-1-50, 107kW, cirkulacijas stkni "Grundfos" MAGNA1 25-60 un izpleSanas trauku
ERCE-80.

Sistémas augstakajos punktos paredzéti automatiskie atgaisotaiji.

Siltummezgla caurulvadu izolézanu paredzéts veikt ar akmens vates siltumizolacijas ¢aulam 30mm biezuma. Pirms
izolacijas uzlikSanas caurulvadus attira no netirumiem un parklaj ar pretkorozijas parklajuma kartu.

Pievadama kopé&ja elektrojauda siltummezgla telpa iekartu darbinaSanai, ka ar siltummezgla apkalpo$anai un
servisam- 2.5 kW; 1~230V; 50Hz.

Izmatota literatdira:
LBN202-15 "Bavprojekta saturs un noformésana".

Paiititaja vai ipasnieka apstiprinajums Buvprojekta dalas vaditaja apliecinajums

Pas(titajs vai pasnieks apliecina, ka ir iepazinies ar b Gvprojekta SM dalas
risindjumiem un apstiprina, ka tie atbilst pas Gtitaja vai Tpasnieka velmém
un projekt&Sanas uzstadijumiem.

(datums) (paraksts)

Buvprojekta vaditaja apliecinajums
§ajé blvprojekta ir ieklautas un izstradatas visas nepiecieSamas dalas
atbilstosi bivatlauja ietvertajiem nosacijumiem.

Buvprojekta dalas Aija Karlevica, sertif. Nr. 3-00627

Risingjumi atbilst paredzétajam lietosanas veidam, normativajiem aktiem,
viet&jas pasvaldibas saistoSajiem noteikumiem un sanemtajiem
tehniskajiem vai pasajiem noteikumiem. Veicamas izmainas neskar
kopipasuma domajamas dalas funkcionali ar visas biives eksplutaciju
saistitos inzeniertiklus (stavvadus) un biives nesosas konstrukcijas un
neietekmés buves noturibu.

Blvprojekta dalas Aija Karlevica, sertif. Nr. 3-00627

vathéjs (vards, uzvards, sertifikata numurs)
11.12.2017.
(datums) (paraksts)

vaditéjs (vards, uzvards, sertifikata numurs)
11.12.2017.
(datums) (paraksts)
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Siltummezgla izvietojuma plans
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Piezimes: :l

1. Caurulvadus péc montéSanas attirit no riisas un parklat ar grunts krasu.

2. Siltummezgla caurulvadus izolét ar izolacijas materidlu 30mm biezuma.

3. Izmatoto materialu izméru, veidu un daudzumu skatit materialu un iekartu specifikacija (lapa SM-4).
4. Augstakajos punktos uzstadit atgaisoSanas ventilus un zemakajos punktos izlaides ventilus.

- ProjektéSanas robeza
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Siltummezgla principiala shéma
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. Caurulvadus péc monté$anas attirit no riisas un parklat ar grunts krasu. -
2. Siltummezgla caurulvadus izolét ar izolacijas materialu 30mm biezuma. BPVv_B?PV A.Karlevica 28.06.2018. BP 3 B.M.
3. Izmatoto materialu izméru, veidu un daudzumu skatit materialu un iekartu specifikacija (lapa SM-4). Izstradaja |A.Karlevica 28.06.2018,
4. Augstakajos punktos uzstadit atgaisoSanas ventilus un zemakajos punktos izlaides ventilus. SILTUMMEZGLA PRINCIPIALA SHEMA SIA "Bek - Konsult"




Siltummezgla izblives materiali

Nr. Izstradajums Daudzums |Mérvienibas| Razotajs
1 |Siltumskaititajs ar procesoru; Qnom=10,0m%h; PN16 1 kompl.
5 Karsta tdens siltummziirlis XB37H-1-50 G1; Q=60kW (temperatlras rezims: primara 1 gab. Danfoss
puse 60/20°C, sekundara puse 10/55°C)
3 Apkures siltumm_ai[ﬂs XB59M-1-50; Q=107kKW (temperatlras reZims: primara puse 1 gab. Danfoss
75/55°C, sekundara puse 50/70°C)
4 |Karstd Gdens sagatavodanas regulgjosais varsts VRG2; DN15; Kvs=4,0m%h; PN16 1 gab. Danfoss
5 |Apkures regulgjo$ais varsts VRG2; DN25; Kvs=10,0m>h; PN16 1 gab. Danfoss
6 |Karsta Gdens sagataw$anas izpildmehanisms AMV 35 ar adapteri 1 gab. Danfoss
7 |Apkures izpildmehanisms AMV 435 1 gab. Danfoss
8 |Procesors ECL 210 ar karti 1 kompl. Danfoss
9 |Plismas sensors ESM11 1 gab. Danfoss
10 [Karsta Gdens sensors ESMU 1 gab. Danfoss
11 |Argaisa sensors ESMT 1 gab. Danfoss
12 Karsta tdens cirkulacijas siknis UPS 25-55 N 180; q=0,35m3/h; h=4,30m; P=85W; 1 gab. Grundfos
v=50Hz; U=1x230V; 1=0,38A
13 Apkures sistémas cirkulacijas siknis MAGNA1 25-60; g=4,60m3/h; h=3,98m; 1 gab. Grundfos
P=92W, v=50Hz; U=1x230V; I=0,74A
14 |Sikna aizsardzibas relejs KP-35 1 gab. Danfoss
15 |Karsta Gdens skaititdjs sistémas papildina$anai DN15; Qnom=1,5m%h; Tmax=90°C 1 gab.
16 |Auksta Tdens skaititajs Qnom=2,5m%h 1 gab.
17 |Apkures sistémas izpledanas trauks ERCE-80; V=80L 1 gab. Elbi
18 |Térauda metinams lodweida ventilis DN65; PN16 2 gab. Naval
19 [Lodweida ventilis DN40; PN16 5 gab. Naval
20 (Lodweida ventilis DN32; PN16 4 gab. Naval
21 |Lodweida ventilis DN20; PN16 1 gab. Naval
22 (Lodweida ventilis DN15; PN16 18 gab. Naval
23 |Kapes ventilis DN20 1 gab. Herz
24 |Pretvarsts DN32 1 gab.
25 |Pretvarsts DN20 1 gab.
26 |Pretvarsts DN15 1 gab.
27 |Filtrs ar atlokiem DN65 1 gab.
28 [Filtrs DN40 1 gab.
29 [Filtrs DN32 1 gab.
30 |Filtrs DN20 1 gab.
31 |Filtrs DN15 1 gab.
32 [Dro$ibas varsts DN15; 4bar 1 gab.
33 [Drosibas varsts DN15; 10bar 1 gab.
34 |Automatiskais atgaisotajs DN15 3 gab.
35 |Balansés$anas varsts DN40; 4217GM; Kvs=23,29m3/h 1 gab. Herz
36 |Elektrometinama térauda caurule @76,1x2,9 4.5 m
37 |Elektrometinama térauda caurule J48,3x2,6 6 m
38 |Elektrometinama térauda caurule @J42,4x2,6 2 m
39 |[Elektrometinama térauda caurule @26,9x2,3 2 m
40 |Elektrometinama térauda caurule @21,3x2,0 2,5 m
41 [Nertséjosa térauda caurule J42,4x2,6 1,5 m
42 |Nertsé€josa térauda caurule ©@26,9x2,3 1 m
43 |Vara caurule @15x1,0 2 m
44 (Caurulvadu veidgabali 1 kompl.
45 [Caurulvadu stipringjumi 1 kompl.
46 |Akmensvates izolacijas ¢aula PSALCT @76x30; L=1,2m 4 gab. Paroc
47 [Akmensvates izolacijas ¢aula PSALCT @48x30; L=1,2m 5 gab. Paroc
48 [Akmensvates izolacijas ¢aula PSALCT @42x30; L=1,2m 3 gab. Paroc
49 |Akmensvates izolacijas ¢aula PSALCT @28x30; L=1,2m 3 gab. Paroc
50 |Akmensvates izolacijas ¢aula PSALCT @22x30; L=1,2m 2 gab. Paroc
51 |Pretkorozijas parklajums 0,5 kg EVA-2A
52 |Spirta iegremd&jamais termometrs 0-120°C 5 gab.

53 |Manometrs 0-10bar 5 kompl.

54 |Elektromateriali 1 kompl.

55 |Paligmateriali 1 kompl.
Piezimes:

1. Visas projekta uzraditas iekartas drikst aizvietot ar analogam citu razotaju iekartam, kas
atbilst kvalitates un tehniska risinajuma prasirbam.
2. Siltummezgls nodroSina korektu siltumneséja temperatiiras un siltumenergijas izmantota
daudzuma reguléSanu, bet nenodroSina vienadu hidraulisko sadali €kas iek$éja apkures sistéma.
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Plate Heat Exchanger Datasheet

Danfoss Hexact(v5.1.9)

Ref.: AP20180702125130

Customer: Contact person:

Project: E-mail:

HEX Type: XB59M-1-50 Engineer: AP

Unit: 1 (Parallel) Code: 004B1923 Date: 02.07.2018 12:51:34

Calculated parameters Unit Sidel Side2
Flow Type Counter current

Load kw 107,00

Inlet temperature °C 75,00 50,00
Outlet temperature (Specified) °C 55,00 70,00
Outlet temperature (Actual) °C -- -
Mass FlowRate kg/h 4600,6 4603,1
Volumetric Flowrate L/min 78,583 77,584
Total pressure drop kPa 7,00 6,54
Pressure drop - In port kPa 0,14 0,14
Total area m~2 4,80

Surface margin % 52,6

LMTD K 5,00

HTC(Available / Required) W/m~2-K 6801/4458

Port velocity m/s 0,72 0,72
Properties of fluid Unit Sidel Side2
Fluid Water Water
Dynamic viscosity mPa-s 0,4351 0,4683
Density kg/m~3 981,4 984,1
Heat capacity kJ/kg-K 4,185 4,183
Thermal conductivity W/m-K 0,655 0,650
Specification: Unit Sidel Side2
HEX Type: XB59M-1-50

Number of plates: - 50

Max.number of plates in current frame: - --

Grouping.: - 1*24M/1*25M

Plate Material: - EN1.4404(AISI316L)

Gasket / Brazing Material: --- CU

Connection size: - G2

Connection type: - Thread

Frame color: — -

Certification/Approval type: - PED Art 4.3

Volume: L 3,84 4
Weight: kg 19,2

Design Temp. (Max/Min): °C 75/50

Design Pressure(Max): bar 25

Items:

Code Pcs Components

004B1923 1 XB59M-1-50

External Dimensions:

A (mm): 613 B (mm): 186
C (mm): 519 D (mm): 92
E (mm): 98,5 F (mm): 52

Warning: Dimensions are for reference purposes only and are not to be used for construction.

Comments:

Copper brazed stainless steel heat exchanger designed and configured for district heating systems, district
cooling and other heating applications. The brazed heat exchanger features our new MICRO PLATES™, which
enable heat to be transferred more effectively than in any previous model.Energy and cost savings, Longer life
time, Corrosion-resistant design, Compact Design.




Siltummaina Datu lappa

Danfoss Hexact(v5.1.9) Ref.: AP20180702142631

Klients: Kontaktpersona.

Projekts: E-mail:

HEX Tips: XB37H-1-50 G 1 (20mm) CU InZenieris: AP

Vieniba. 1 (Paralleli) Kods: 004H7307 Datums. 02.07.2018 14:26:33
Aprekinatie parametri Vieniba Puse 1 Puse 2
Plidsmas Tips Pretplisma

Slodze kw 60,00

leejosa temperatira °C 60,00 10,00
Izejosa temperatira (Aprékina) °C 20,00 55,00
Izejosa temperatira (Redld) °C -- --
Masas pldsma kg/h 1291,6 1147,1
Tilpuma pldsma L/min 21,876 19,114
Kopéjie spiediena zudumi kPa 3,64 3,01
Spiediena zudumi- Ievadd kPa 0,46 0,36
Kopéjais laukums mA2 2,69

Virsmas rezerve % 23,3

LMTD K 7,21

Siltuma parvades koeficients (Pieejamais/Nepieciesamais) W/m~2-K 3817/3094
Atrums ievada m/s 0,95 0,84
Skidruma ipasibas Vieniba Puse 1 Puse 2
Skidrums Udens Odens
Dynamic viscosity mPa-s 0,6562 0,7609
Blivums kg/m~3 993,0 995,5
Siltuma letilpiba kJ/kg-K 4,175 4,176
Termala vaditspéja W/m-K 0,627 0,616
Specifikacija: Vieniba Puse 1 Puse 2
HEX Tips: XB37H-1-50 G 1 (20mm) CU

Plakspu skaits. -—- 50

Max.plaksnu skaits uz ramja: - --

Grupéjums: - 1*24H/1*25H

Plakspu materials: -—- EN1.4404(AISI316L)

Blivju/Lodéts materils: --- CU

Pievienojuma izmers: - G1

Pievienojuma veids: -—- Vitne

Ramja krésa: - --

Sertifikats/Apstiprinajuma tips: - PED Art 4.3

Tijpums: L 1,368 1,425
Svars: kg 10,6

Aprékina Temp. (Max./Min): °C 60/10

Aprékina Spiediens (Max): bar 25

Items:

Kods Skaits Components

004H7307 1 XB37H-1-50 G 1 (20mm) CU

Aréjie izmeri:

A (mm): 525 B (mm): 119

C (mm): 479 D (mm): 72

E (mm): 82,5 F (mm): 20

Warning: Dimensions are for reference purposes only and are not to be used for construction.

Piezimes:




Uznémuma nosaukums:

Izveidotajs:
GRUNDFOs D 7w
Datums: 03.07.2018
Apraksts Veértiba [:] [vaGNAL 2560, 1230V ﬁ’%}l
Visparéja informacija: . O a0 st
Izstradajuma nosaukums: MAGNAL1 25-60 o5 gmr:ﬁjlz:?:n Splztrj;lt:?; :a/r*g:tlgﬁ; u:dzgs° .
Izstradajuma Nr.: 97924154 ' Blivums = 983.2 ka/m?
EAN numurs: 5710626492220 6.04 ’
Cena: 575,10 EUR € 5.5
Tehn.: 504
Faktiski aprékinata plasma: 4.49 m3/st 454 L o0
Sikna rezultéjoSais suknéSanas 3.978 m 4.0 )
augstums:
Maks. stikn. augstums: 60 dm 3.5 70
TF klase: 110 3.0 60
Apstipringjumi pases datu plaksnité: CE,VDE,EAC,CN ROHS 25 )
Modelis: A 20 L 40
Materiali: § 15 | 20
Sukna korpuss: Cuguns ’
EN-GJL-200 104 20
ASTM A48-200B 0.5+ 10
Sﬂknrats: PES 30%GF 00 il | | Eta s?knis+m?tors+frekv. pérvl. =54 0/4; o
Uzstadisana: o1 0 1 2 3 4 5 Q [me/st]
Apkartéjas vides temperatiras 0..40°C M
diapazons:
Maks. darba spiediens: 10 bar 80+
Pievienojums: G11/2"
Spiediena pakéape: PN10 601
Garums no viena pievienojuma lidz 180 mm 40
otram:
Skidrums: 20
Suknéjamais Skidrums: Apkures Gdens
Skidruma temperatiras diapazons: -10..110°C o P1=8851W
Liquid temperature during operation: 60 °C
Blivums: 983.2 kg/m3
Kinematiska viskozitate: 1 mm3/s R
Elektriskie dati: /i =
leejas jauda P1: 9..92W ® NE°
Tikla frekvence: 50 Hz A 2
Nominalais spriegums: 1x230V y ?z@
Maksimalais stravas patérins: 0.09..0.74 A - :
Korpusa klase (IEC 34-5): X4D =
Izolacijas klase (IEC 85): F
Citi:
Energy (EEI): 0.22
Neto svars: 4.38 kg
Bruto svars: 4.78 kg
Shipping volume: 0.012 m3
Danish VVS No.: 380760060
Finnish: LVI NO 4615256 Example of plug-connected motor
Country of origin: DE mgwimn backup fuse and additional protection
Custom tariff no.: 84137030 ] — T{ —
— =
& =
=
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Uznémuma nosaukums:

Visparéja informacija:
Izstradajuma nosaukums:
Izstradajuma Nr.:

EAN numurs:

Cena:

Tehn.:

Atrums Nr.:

Faktiski aprékinata pliasma:

Maks. sukn. augstums:
TF klase:

Materiali:

Sikna korpuss:

Soknrats:

Uzstadisana:

Amb. max at 80 dgr C liquid:

Maks. darba spiediens:

Pievienojums:

Spiediena pakape:

Garums no viena pievienojuma lidz otram:
Skidrums:

Suknéjamais Skidrums:

Skidruma temperataras diapazons:
Liquid temperature during operation:
Blivums:

Kinematiska viskozitate:
Elektriskie dati:

leejas jauda 1. atruma:

leejas jauda 2. atruma:

Maks. patéréjama jauda:

Tikla frekvence:

Nominalais spriegums:

1 atruma strava:

2 atruma strava:

3 atruma strava:

Kondensatora lielums - darbiba:
Korpusa klase (IEC 34-5):
Izolacijas klase (IEC 85):
Motora aizsardz.:

Termiska aizsardz.:

Konrole:

Spailu karbas poz.:

Citi:

Neto svars:

Bruto svars:

Piegades tilpums:

Finnish:

Country of origin:

Custom tariff no.:

Sukna rezultéjoSais siknéSanas augstums:

UPS 25-55 N 180
95906408
5700310298702
411,90 EUR €

3

0.336 m3/st
4,302 m

55 dm

110

NerlsoSais térauds
DIN W.-Nr. 1.4301
AISI 304
Kompozits, PES/PP

40 °C
10 bar
G11/2
PN 10
180 mm

Karstais adens
sadzives vajadzibam
-25..110°C

60 °C
983.2 kg/m3
1 mm?/s

Q =0.336 m¥/st
H=4.302m
Suknéjamais Skidrums = Karstais Gdens sadzives vajadzibam

N Izveidotajs:
Talrunis:
GRUNDFOS »\
Datums: 03.07.2018
Apraksts Vértiba [m] ‘UPS 25-55 N 180, 1*230 V, 50Hz E%}O"J]l

60- /\

40

204

P1=57.25W

5.0+ Skidruma temperattra darba laika = 60 °C 50
[~~Blivums = 983.2 kg/m3
4.5 45
|
4.0 40
|
3.54 ‘J 35
3.0 ‘\ 30
|
2.5+ ‘ 25
|
204 | L 20
|
1.54 ‘\ 15
J
1.04 | 10
|
0.54 L5
Eta sdknis+motors = 6.8 %
OO T T T T T T T T T T T T O
0 05 10 15 20 25 30 35 40 45 50 Q[mdst
P1 4
W]

65 W
80 W
85 W
50 Hz
1x230V
0.3A
0.36 A
0.38 A
2.5 uF
X2D

F
Kontakti
iekséjs

9H

4.7 kg

5.4 kg

0.008 m3

LVI NO 4615613
RS

84137030

180
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